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LOCATION OF PCC SIDEWALK 150MM, SPECIAL

MODULAR RETAINING
WALL SYSTEM

PROPOSED PCC SIDEWALK 10OMM

Lt. Sta. 2+016.101 to 2-+018.783 (SPRUCE ST.)

PROPOSED C.C.&G. PLAN VIEW
Items Unit Quantity
PCC SIDEWALK 150MM
. M. .785
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399 | 36R-1, (3TR-2)| TAZEWELL | 443 | 23
STA 7+663.000 TO STA 10+097.000
FED, ROAD DIST. NO. 4 IILLINOIS |FEO. AID PROJECT
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PROPOSED MODULAR RETAINING WALL SYSTEM 8 - *13 af bars @ 300mm \
PROPOSED SUB-BASE GRANULAR MATERIAL
SECTION A - A
Pcz_ Limits of PCC Sidewalk 150mm, Spe‘clal
2.5m (max.) ’l 200mm
1- %13 hy b
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gj’ £ gz ® 3 = Bar No. Size Length Shape
- ] |8 ay 1 *13 | 2.025m | ——_
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T ¥ 30 2 ! 13 1,925m
J R a3 1 %3 1.825m
150mm x 150mm WIRE MESH 250mm I 1 %13 1.725m
77 ™3 h bars & 1 #13 | 1.625M | mml]
dg 1 #*13 1.525m
dy 1 *13 1.425m
SECTION B - B g 1 *13 | 1.350m | ———
h 7 #*13 2.000m —_—
hy 1 #13 1.215m
Class SI Concrete Cu. M. 1.050
Reinforcement Bars Kg 28.468
150 x 150 Wire Mesh Sg M. 4.830
i DESIGN STRESSES
2 fy = 60,000 psi
450mm > f'c = 3,500 psi
} K3
350)”)
8
R
190mm
REVISIONS
BAR a: DETAIL NANE HATE|] ILLINOIS DEPARTMENT OF TRANSPORTATION

(FOR SPECIFIC LENGTH SEE BILL OF MATERIALS)
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